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Punkt Rettelse Rettet dato 
Punkt 1.3.5 
Side 17, 
andet afsnit 

At places of work where one person performs hot work, at least two (2) 6 kg 
ABC powder extinguishers must be available which meet the requirement for 
class 55 A - with the exception of weed burning where other types of 
suitable fire extinguishing equipment can be used. 
 
At places of work where one person performs hot work, at least two (2) 6 kg 
ABC powder extinguishers must be available which meet the requirement for 
class 43 A - with the exception of weed burning where other types of 
suitable fire extinguishing equipment can be used. 
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Punkt Rettelse Rettet dato 
Afsnit 5 
Side 48 

Apprentices without a valid certificate may only perform a limit-ed amount of 
hot work and only under the expert supervision of a person with a valid 
certificate in hot work.  
 
Apprentices or other employees without a valid certificate may perform hot 
work of brief duration under the expert supervision of a person with a valid 
certificate in hot work.  
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Figure 8.15 
Afsnit 
8.1.2.4.2 
Side 82 
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Punkt 7.7 
Side 58, 
andet afsnit 

At places of work where one person performs hot work, at least 
two (2) 6 kg ABC powder extinguishers must be available which 
meet the requirement for class 55 A – with the exception of 
weed burning where other types of suitable fire extinguishing 
equipment can be used, see section 8.3.  
 
At places of work where one person performs hot work, at least 
two (2) 6 kg ABC powder extinguishers must be available which 
meet the requirement for class 43 A – with the exception of 
weed burning where other types of suitable fire extinguishing 
equipment can be used, see section 8.3.  
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